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可在機台的外側進行量測，當要調整刀具刃高時，可直接
進行調整及刀片鎖固螺絲的鎖固，不會有干涉產生，使調
整效率更加快速
There’s no interference when you adjust the height of flute 
because you can adjust and lock the insert screw directly, 
measure it from the outside of machine. It is able to raise the 
efficiency of measurement.

各部位名稱介紹
Introduction of each parts

量測方式
Measurement method

標準配件
Standard Equipment

選購配件
Optional Equipment

簡化校刀時間、降低生產成本
Simplify the adjusting time of cutting tool, reduce the production cost.

名稱 Name 規格 Spec.圖示 Image

BT50測試棒
BT50 Testing Bar

BT50-TS170L

主軸清潔棒
Spindle Cleaner Bar

W50

六角板手組
Hex Wrench set

LM-PHC-0012

工具櫃
Tool Cabinet

LM-PHC-0011 主軸轉換套
Spindle Adapter

BT50 - BT40

BT50 - BT30

名稱 Name 規格 Spec.圖示 Image

名稱 Name 規格 Spec.圖示 Image 名稱 Name 規格 Spec.圖示 Image

刀長補正
Tool Length CompensationX

刃高校正
Insert height correctionH

刀刃外徑校正
Blade outer diameter 
correction

D

Introduction of each parts
各部位名稱介紹
Introduction of each parts

規格
Spec.

量測範圍
Range of Measuring

機台重量
Weight of Machine

電源
Power

工具櫃尺寸(選配)
Size of Tool Cabinet
(Optional) 

工具櫃重量
Weight of Tool Cabinet

直徑Diameter(X)：Ø125mm
高度Height(Z)：70~300mm

機台外型尺寸
Size of Machine

量測精度
Accuracy of 
Measuring

LM-OM-PHC3125R

790x450x810mm

110Kg

85Kg

220V 50-60Hz 15A

長(L)x寬(W)x高(H)
1050x510x850mm

0.005mm

X軸位移手輪
Shifting Structure of X-axis 

Z軸升降手輪
Shifting Structure of Z-axis 

影像量測機構
Projection Measuring Structure

主軸旋轉座
Rotary Table of Spindle

快送機構
Fast Moving Device

角度量測  
Angle Measuring

圓角量測
Radius Mearuring


